Wisd.2Z2 Stirrer, Overhead/High-Speed

“witeg” WiseStir® HS-A High-Speed Analog Overhead Stirrers, Max.10/20Lit., Max. 3.000rpm
With Easy-to-Use Dial for Speed Setting, for Low- to Medium-Viscous Samples, up to 50.000 mPas

m High Speed Stirring by Direct Driven Motor
= Over-Heat Protection Function for motor
m CE Certified

s General Purpose Basic Laboratory Mixing

* Ideal for Stirring Low-to Medium-Viscous Material

% Ideal for Schools, Universities and Inspection Laboratories

% Smooth Start and Change of the Stirring Speed

* Easy-to-use Dial for Speed Setting

% The Position (Height) of Impeller is Adjustable

s Over-Heat Protection Function for Motor

* Chrome-Plated & Stainless Steel Chuck - Prevention from Corrosion

Specification

Stirring Capacity & Models Max.;g_lgg;\(Hzo) Maxi_IZSO_1L2i3 l(\HzO)
Maximum Viscosity 10,000 mPas 50,000 mPas
Maximum Torque 85 Ncm 145 Ncm
Speed Range & Motor 0~3.000 rpm, Worm-Geared DC Motor
Motor Rating (Input / Output) 83/75W, 1/10HP 130/120 W, 1/6 HP
Controller Analog Phase Controller
Max. Impeller Shaft Diameter 10 mm
Permissible Temp. & Humidity 0~40cC, 80%

Safety Device Over Heat Protector for motor

Material ABS and Aluminum

Dimension & Weight 90X 145> h180mm, 4,5 kg 90X 145Xh180mm, 5,3 kg
Packing Size & Gross Weight 320 X300 xh180mm, 5kg 320 <300 >xh180mm, 8kg
Power Consumption 85 W 130 W

Power plug type Hybrid E+F

Power Supply* AC 230V, 1N~, 50/60Hz

* Other Specifications are available upon Customer s Request.

Ordering Information

* HS-50A Package-set : Complete with (O Overhead Stirrer Unit @) PL010 Stainless
Steel Impeller (Rod @8 x L500mm, Blade ¢ 50mm)
@ CL200 Clamp @ KA1177 Safety Stand
(Rod @23 x L800mm, Stand Base w34 x d29cm)

* HS-120A Package-set : Complete with (1 Overhead Stirrer Unit @ PL015 Stainless
Steel Impeller (Rod @8 x L500mm, Blade & 70mm)
® CL200 Clamp @ KA1177 Safety Stand
Rod @23 x L800mm, Stand Base w34 x d29cm)

With 10 Lit. Stirring Capa., 10.000 mPas, “HS-50A" Package-set & Unit
DH.WO0S01211  High Speed-type Overhead Stirrer, Package-set, 230V
DH.W0S01210 , Unit only, 230V

With 20 Lit. Stirring Capa., 50,000 mPas, “HS- 1 20A” Package-set & Unit

DH.WO0S01216  High Speed-type Overhead Stirrer, Package-set, 230V
DH.WO0S01215 , Unit only, 230V

% You will find matching beakers in our general catalogue at following
pages : 292

% Refer to page 156, 157 for Accessory Specifications.
¥ Refer to page 149 for Product Line & Selection Guide

ce g

Stirrer Unit : g Clamp (CL200)
(HS-50A)

Chrome-plated
Chuck

Stainless Steel ——
Impeller (PL010)

Stand (KA1177)
2-Year Warranty

High-Speed Analog Overhead Stirrer HS-50A -Set

HS-120A-Unit

Chrome-plated
Chuck

High-Speed Analog Overhead Stirrer HS-120A -unit
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Wisd.Z Stirrer, Overhead/High-Speed

Cat. No

“witeg” WiseStir® HS-D High-Speed Digital Overhead Stirrer, Max.10/20Lit., 200 ~ 3.000 rpm
with Digital Feedback Control, Steady & Constant Stirring Speed Against Viscosity, up to 50.000 mPas

ce

Back light LCD
Rt Clamp (CL200)

Stirrer Unit
(HS-30D)

Stainless Steel 1
Impeller (PL010) ’

Stand (ST110)

2-Year Warranty,
High-Speed Digital Overhead Stirrer HS-30D -Set

T Pat%nted Jog-Shuttle
= Control System
Digital Feedback
Control

Chrome-plated
Chuck

High-Speed Digital Overhead Stirrer HS-100D -Unit

m Digital Feedback Control: Steady and Constant Stirring Speed
against Viscosity Change of a Sample during Reaction
m Patented Jog-Shuttle Control System

m CE Certified

* General Purpose Basic Laboratory Mixing
% l|deal for Stirring Low-to Medium-Viscous Material
* Digital Feedback Control: Steady and Constant Stirring Speed against Viscosity Change

of a sample during Reaction

>« Digital LCD Display with Back-Light Function

% Smooth Start and Change of the Stirring Speed

* Overload Protection and Over-Heat Protection Functions for Motor

* High Speed Stirring by Direct Driven Motor

* Digital Timer Function (99hr 59min)

% Alarm Function : Error status and Timer-end
* The Position(Height) of Impeller is Adjustable. =+ Storage Function for Set Value : RPM & Timer
* Chrome-Plated & Stainless Steel Chuck-Prevention from Corrosion

Specification

Stirring Capacity & Models Max.l:llg_léiéb(HzO) Maxi_IZSO_1L (i)tdl:()HzO)
Maximum Viscosity 10.000 mPas 50.000 mPas
Maximum Torque 85 Ncm 145 Ncm
Speed Range & Resolution 200 ~ 3.000 rpm, 1 rpm-Display / 1 rpm-Control
Motor Worm-Geared DC Motor

Motor Rating (Input / Output)

83/75W, 1/10HP ‘ 130/120W, 1/6HP

Timer & Alarm

99hr 59min (with Continuous run.), Error status & Timer-end

Display Digital LCD Display with Back-Light Function
Controller Digital Feedback Controller with Jog Shuttle Switch (Turn + Push)
Max. Impeller Shaft Diameter 10 mm

Permissible Temp. & Humidity 0~40TC, 80%

Safety Device Overload & Heat Protector for Motor

Material ABS and Aluminum

Dimension & Weight 90 X 145xh180mm, 4,5kg 90 X145 xh180mm, 5,3 kg
Packing Size & Gross Weight 320%300>xh180mm, 5kg 320%300>xh180mm, 8kg
Power Consumption 85 W 130 W

Power plug type Hybrid E+F

Power Supply* AC 230V, 1N~, 50/60Hz

* Other Specifications are available upon Customer s Request.

Ordering Information

% HS-30D Package-set: Complete with (1 Overhead Stirrer Unit @ PL010 Stainless
Steel Impeller (Rod @ 8 x L500mm, Blade @ 50mm)
(3 CL200 Clamp @ ST110 Standard Plate Stand
(Rod @16 x L800mm, Plate w20 x d35cm)
% HS-100D Package-set : Complete with (1) Overhead Stirrer Unit @0 PL015 Stainless
Steel Impeller (Rod @8 x L500mm, Blade ¢ 70mm)
® CL200 Clamp ® ST120 Wide Plate Stand
(Rod @23 x L1.000mm, Plate w30 x d40cm)

With 10 Lit. Stirring Capa., 10,000 mPas, “HS-30D” Package-set & Unit
DH.W0S01016  High Speed-type Overhead Stirrer, Package-set, 230V

DH.WO0S01015

, Unit only, 230V

With 20 Lit. Stirring Capa., 50,000 mPas, “HS-100D” Package-set & Unit
DH.WO0S01026 High Speed-type Overhead Stirrer, Package-set, 230V

DH.WO0S01025

, Unit only, 230V

% You will find matching beakers in our general catalogue at following

pages : 292

% Refer to page 156, 157 for Accessory Specifications.
% Refer to page 149 for Product Line & Selection Guide
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Wisd.ZZ Stirrer, Overhead/High-Speed

“witeg” WiseStir® HS-T High-Speed Digital Overhead Stirrer, with Remote Controller, 200 ~ 3.000 rpm
with Remote Digital Feedback Control System, Steady & Constant Stirring Speed Against Viscosity, up to 50.000 mPas

= Remote Digital Feedback Controller : Steady and Constant Stirring

Speed against Viscosity Change of a Sample during Reaction CE
m Patented Jog-Shuttle Control System Stirrer Unit
m CE Certified (HS-30T)

% |deal for Stirring Low-to Medium-Viscous Material, General Purpose Basic Laboratory Mixing
s Digital LCD Display for RPM, Power Bar Graph and Status

* Overload Protection and Over-Heat Protection Functions for Motor Y
* Smooth Start and Change of the Stirring Speed

* High Speed Stirring by Direct Driven Motor

* The Position(height) of Impeller is Adjustable

* Storage Function for Set Value : RPM and Timer

& Chrome-Plated & Stainless Steel Chuck - Prevention from Corrosion

IE Clamp (CL200)

Chrome-plated
Chuck

Specification IStainllless SZZ% —
Stirring Capacity & Models Max.|_1lg Iga._lgHzO) Matzso '{(i)tb.(ero) gl
- . Remote Controller
Maximum Viscosity 10.000 mPas 50.000 mPas
Maximum Torque 85 Ncm 145 Ncm
Speed Range & Motor 200 ~ 3.000 rpm, Direct Driven DC Motor ST
Motor Rating (Input / Output) 83/75W, 1/10HP ‘ 130/120 W, 1/6 HP
Timer & Alarm 99hr 59min (with Continuous run.), Timer-end Alarm
Display Digital LCD Display with Back - Light Function
Controller Remote type Digital Feedback Controller with Jog Shuttle Switch
Max. !m;.)eller Shaft Dlame?er @ 8 mm 2-Year Warra nty
Permissible Temp. & Humidity 0~40cC, 80%
Safety Device Overload & Heat Protector for motor High-Speed Digital Overhead Stirrer,
. - with Remote Controller, HS-30T Package-set
Material ABS and Aluminum
Dimension & Weight* 90 %100 X h180mm, 3 kg 90100 xh180mm, 3.8 kg
Packing Size & Gross Weight 580 X 340 X h230mm, 5 kg 580 % 340 X h230mm, 8 kg
Power Consumption 75W 120W
Power plug type Hybrid E+F

* Weight of Remote Controller = 2.5kg

Ordering Information

** Other Specifications are available upon Customer s Request.

* HS-30T Package-set: Complete with () Overhead Stirrer Unit with Remote Controller
(@ PL010 Stainless Steel Impeller(Rod @8 x L500mm,
Blade ®50mm) ® CL200 Clamp ® ST110 Standard Plate
Stand(Rod ¢ 16 x L800mm, Plate w20 x d35cm)

* HS-100T Package-set : Complete with (D Overhead Stirrer Unit with Remote Controller
@ PL015 Stainless Steel Impeller(Rod @8 x L500mm, Chrome-plated
Blade ®70mm) @ CL200 Clamp @ ST120 Wide Plate Stand s :
(Rod &23 x L1.000mm, Plate w30 x d40cm) 1

With Remote Controller, [0 Lit. Stirring Capa., 10.000 mPas, High-Speed Digital Overhead Stirrer,
“ , . ith Remote Controller, HS-100T Unit onl
HS-30T” Package-set & Unit with Fremote Lontroler nitony

DH.WO0S01036 High Speed-type Overhead Stirrer, Package-set, 230V
DH.WO0S01035 , Unit only, 230V

With Remote Controller, 20 Lit. Stirring Capa., 50.000 mPas,
“HS-100T” Package-set & Unit

DH.WO0S01046  High Speed-type Overhead Stirrer, Package-set, 230V
DH.W0S01045 , Unit only, 230V

% You will find matching beakers in our general catalogue at following
pages : 292

% Refer to page 156, 157 for Accessory Specifications.
% Refer to page 149 for Product Line & Selection Guide
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Wisd.Z Stirrer, Overhead/High-Speed

“witeg” WiseStir® HT-AX High-Torque Analog Overhead Stirrer, Max.40-/60-Lit., Max.1.000rpm
with Chrome- Plated & Stainless Steel Chuck , Easy-to-Use Dial for Speed Setting, for High-Viscosity Fluids, 150.000 mPas

Clamp (CL200) —

Stainless Steel
Impeller (PLOZ0) .

Stand (KT1177)

2-Year Warranty

High-Torque Analog Overhead Stirrer,
HT-50AX Package-set

Chrome-plated
Chuck

Analog High-Torque Overhead Stirrer,
HT-120AX Unit only

m High Torque Stirring by 3,5:1 Ratio Worm-geared Motor

m Smooth Start and Change of the Stirring Speed

m CE Certified

* |deal for Stirring Material of Viscosities Ranging from Light Watery Solutions to High-Viscosity Fluids

% |deal for Schools, Universities and Inspection Laboratories
* Food, Beverage, Dairy, Sugar & Candy Production

** Smooth Start and Change of the Stirring Speed

*x Easy-to-use Dial for Speed Setting

¢ The Position(height) of Impeller is Adjustable

% Over-Heat Protection Function for Motor

% Chrome-Plated & Stainless Steel Chuck-Prevention from Corrosion

Specification
i . Max. 40 Lit. (H20) Max. 60 Lit. (H20)
Stirring Capacity & Models HT-50AX HT-120AX
Maximum Viscosity 100.000 mPas 150.000 mPas
Maximum Torque 300 Ncm 500 Nem

Speed Range & Motor

0~1.000 rpm, Worm-Geared DC Motor (3,5:1 Ratio)

Motor Rating (Input / Output)

83/75W, 1/10HP 130/120W, 1/6HP

Controller

Analog Phase Controller

Max. Impeller Shaft Diameter 10 mm

Permissible Temp. & Humidity 0~40cC, 80%

Safety Device Over Heat Protector for motor

Material ABS and Aluminum

Dimension & Weight 90 x 180 xh130mm, 3,5kg 90%210xh130mm, 4 kg
Packing Size & Gross Weight 320x 300X h180mm, 5kg 320%300Xh180mm, 8kg
Power Consumption 85 W 130 W

Power plug type Hybrid E+F

Power Supply* AC 230V, 1N~, 50/60Hz

* Other Specifications are available upon Customer s Request.

Ordering Information

% HT-50AX Package-set : Complete with () Overhead Stirrer Unit @ PL020 Stainless
Steel Impeller (Rod @8 x L500mm, Blade ¢ 90mm)
(® CL200 Clamp @ KA1177 Safety Stand
(Rod @23 x L800mm, Stand Base w34 x d29cm)

% HT-120AX Package-set : Complete with () Overhead Stirrer Unit @ PL020 Stainless
Steel Impeller (Rod @8 x L500mm, Blade ¢ 90mm)
(® CL200 Clamp @ KA1177 Safety Stand
(Rod @23 x L800mm, Stand Base w34 x d29cm)

With 40 Lit. Stirring Capa., 100.000 mPas, “HT-50AX" Package-set & Unit
DH.WO0S01252 High Torque-type Overhead Stirrer, Package-set, 230V

DH.W0S01251

, Unit only, 230V

With 60 Lit. Stirring Capa., 150.000 mPas, “HT-120AX" Package-set & Unit
DH.WO0S01272 High Torque-type Overhead Stirrer, Package-set, 230V

DH.W0S01271

, Unit only, 230V

% You will find matching beakers in our general catalogue at following
pages : 292

% Refer to page 156, 157 for Accessory Specifications.
% Refer to page 149 for Product Line & Selection Guide
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Wisd.22 Stirrer, Overhead/High-Torque

“witeg” WiseStir® HT-DX High-Torque Digital Overhead Stirrer, Max.40-/60-Lit., 50~ 1.000 rpm
with Digital Feedback Control, Steady & Constant Stirring Speed Against Viscosity, for High-Viscosity Fluids, up to 150.000 mPas

2 YeardWarrantyg CE

Stirrer Unit

m Patented Jog-Shuttle Control System
m CE Certified

* ldeal for Stirring Material of Viscosities Ranging from Light Watery Solutions to High-Viscosity Fluids

* Food, Beverage, Dairy, Sugar & Candy Production

* Digital Feedback Control: Steady and Constant Stirring Speed Against Viscosity Change of a Sample
during Reaction.

% High Torque Stirring by 3,5:1 Ratio Worm-Geared Motor

* Digital LCD Display with Back-Light Function s Smooth Start and Change of the Stirring Speed

% The Position (Height) of Impeller is Adjustable

% Storage Function for the set values : RPM and Timer

* Locking Mode Supported for Experimental Safety (Input to Jog-Shuttle can be Disabled)

Patented'Jog-Shuttle :

sk Chrome-Plated & Stainless Steel Chuck - Prevention from Corrosion ControlSystem gg:lt:ze-plated
Specification Stainless Steel
Stirring Capacity & Models Maxi_#{ ;)ig )((HzO) Ma)|<_.| 1§21I5i(t).D()I-(IzO) é ~ _lmpeller (PL020)
Maximum Viscosity 100.000 mPas 150.000 mPas '
Maximum Torque 300 Nem 500 Nem
Speed Range & Resolution 50 ~1.000 rpm, 1 rpm-Display / 1 rpm-Control Stand (ST120)
Motor Worm-Geared DC Motor (3,5:1 Ratio)
Motor Rating (Input / Output) 83/75W, 1/10HP | 130/120W, 1/6HP
Timer & Alarm 99hr 59min (with Continuous run.), Error status & Timer-end
Display Digital LCD Display with Back-Light Function
Controller Digital Feedback Controller with Jog Shuttle Switch (Tum + Push)
Max. Impeller Shaft Diameter 10 mm
Permissible Temp. & Humidi 0~40C, 80Y ) . )
Safety Device : Y Overload & Heat(;rotectfr for Motor High-Torque Digital Overhead Stirrer,
HT-50DX Package-set
Material ABS and Aluminum
Dimension & Weight 90 %180 <h130mm, 3,5kg 90210 Xh130mm, 4 kg
Packing Size & Gross Weight 320%300<h180mm, 5kg | 320x300xh180mm, 8kg q ,
Power Consumption 85 W . 130 W Back light LCD —
Power plug type Hybrid E+F
Power Supply* AC 230V, 1N~, 50/60Hz
* Other Specifications are available upon Customer s Request.
Digital Feedback —
Ordering Information Control

% HT-50DX Package-set : Complete with (D Overhead Stirrer Unit @ PL020 Stainless
Steel Impeller (Rod @8 x L500mm, Blade ¢ 90mm)
3 CL200 Clamp @ ST120 Wide Plate Stand
(Rod @23 x L1,000mm, Plate w30 x d40cm)

% HT-120DX Package-set : Complete with (1) Overhead Stirrer Unit @ PL020 Stainless
Steel Impeller (Rod @8 x L500mm, Blade @ 90mm)
3 CL200 Clamp @ ST200 Deluxe Safety Stand
(Rod @23 x L1,200mm, Stand Base w39 x up to 75cm)

With 40 Lit. Stirring Capa., 100.000 mPas,
“HT-50DX” Package-set & Unit
DH.WO0S01052 High Torque-type Overhead Stirrer, Package-set, 230V

DH.W0S01051

, Unit only, 230V

With 60 Lit. Stirring Capa., 150.000 mPas,
“HT-120DX” Package-set & Unit
DH.WO0S01072 High Torque-type Overhead Stirrer, Package-set, 230V

DH.W0S01071

, Unit only, 230V

% You will find matching beakers in our general catalogue at following

pages : 292

Chrome-plated —————

il Patented Jog-Shuttle
|
Chuck o

High-Torque Digital Overhead Stirrer,
HT-120DX Unit only

% Refer to page 156, 157 for Accessory Specifications.
3% Refer to page 149 for Product Line & Selection Guide
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Wisd.Z Stirrer, Overhead/High-Torque

Cat. No

“witeg” WiseStir® HT-T High-Torque Digital Overhead Stirrer, with Remote Controller
with Remote Digital Feedback Controller, Steady & Constant Stirring Speed Against Viscosity, 50 ~ 1.000 rpm, to 150.000 mPas

‘ L F Clamp (CL200)
g &

Stainless Steel ——
Impeller (PL020)
¢

Stand (ST200)

2-Year Warranty Remote Controller

Digital High-Torque Overhead Stirrer with Remote Controller
HT-50T-Set

HT-50T/ ——
HT-120T Unit

Digital Feed
Chrome-plated Back Control

Chuck

Digital High-Torque Overhead Stirrer HT-120T-Unit

m Remote Digital Feedback Controller : Steady and Constant Stirring
Speed against Viscosity Change of a Sample during Reaction
m Patented Jog-Shuttle Control System

m CE Certified

* Food, Beverage, Dairy, Sugar & Candy Production

% l|deal for Stirring Material of Viscosities Ranging from Light Watery Solutions to High-Viscosity Fluids
* Digital LCD Display with Back-Light Function

* Overload Protection and Over-Heat Protection Functions for Motor

* High Torque Stirring by 3,5:1 Ratio WWorm-geared Motor

* Smooth Start and Change of the Stirring Speed

* Storage Function for the set Values : RPM and Timer

*« The Position (Height) of Impeller is Adjustable

* Locking Mode supported for Experimental Safety (Input to Jog-Shuttle can be Disabled)

% Chrome-plated & Stainless Steel Chuck-Prevention from Corrosion

Specification

Stirring Capacity & Models ke :_(IJ_.I;_’i(t).T(HzO) Max.l_ltz‘ro- :.;t(.)_}_HzO)
Maximum Viscosity 100.000 mPas 150.000 mPas
Maximum Torque 300 Nem 500 Ncm

Speed Range & Motor 50 ~ 1.000 rpm, Worm-Geared Motor(3,5:1 Ratio)
Motor Rating (Input / Output) 83/75W, 1/10HP ‘ 130/120 W, 1/6 HP
Timer & Alarm 99hr 59min (with Continuous run.), Timer-end Alarm
Display Digital LCD Display with Back - Light Function
Controller Remote type Digital Feedback Controller with Jog Shuttle Switch
Max. Impeller Shaft Diameter @10 mm

Permissible Temp. & Humidity 0~40TC, 80%

Safety Device Overload & Heat Protector for motor

Material ABS and Aluminum

Dimension & Weight* 155x180xh110mm, 3,5 kg 155x230 X h110mm, 4 kg
Packing Size & Gross Weight 580 % 340 X h230mm, 5 kg 580 X 340 X h230mm, 8 kg
Power Consumption 75W 120 W

Power plug type Hybrid E+F

Power Supply* AC 230V, 1N~, 50/60Hz

* Weight of Remote Controller = 2.5kg

Ordering Information

** Other Specifications are available upon Customer s Request.

* HT-50T Package-set: Complete with ) Overhead Stirrer Unit with Remote Controller
@ PL020 Stainless Steel Impeller(Rod ¢ 8 x L500mm,
Blade ®90mm) @ CL200 Clamp @ ST120 Wide Plate
Stand(Rod @23 x L1.000mm, Plate w30 x d40cm)
* HT-120T Package-set : Complete with 1 Overhead Stirrer Unit with Remote Controller
(@ PL020 Stainless Steel Impeller(Rod @8 x L500mm,
Blade ®90mm) @ CL200 Clamp @ ST200 Deluxe Safety
Stand (Rod @23 x L1.200mm, Stand Base 39 x up to 75cm)

With Remote Controller, 40 Lit. Stirring Capa., [00.000 mPas,

“HT-50T” Package-set & Unit

DH.WO0S01066
DH.WO0S01065

High Torque-type Overhead Stirrer, Package-set, 230V

, Unit only, 230V

With Remote Controller, 60 Lit. Stirring Capa., 150,000 mPas,

“HT-120T" Package-set & Unit
High Torque-type Overhead Stirrer, Package-set, 230V

DH.WO0S01076
DH.WO0S01075

, Unit only, 230V

% You will find matching beakers in our general catalogue at following

pages : 292

% Refer to page 156, 157 for Accessory Specifications.
% Refer to page 149 for Product Line & Selection Guide
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Wisd.22 Stirrer, Overhead/Accessories

Standard Accessories for WiseStir® Overhead Stirrers
“witeg” Stirring Impeller for Overhead Stirrer, Stainless Steel #304
= Specially designed Stainless Steel #304 (High-grade) used

= Excellent Resistance of Acids, Chemicals, Corrosion and High Temperature.

= Universal-Types and Wide-Ranges

For Both High Speed-type & High Torque-type Overhead Stirrers

(1) Propeller-types, 3 X Bladed, Rod @ 8 X L500/650 mm, Blade & 50/60/80/100 mm
DH.WOS501010 Impeller, PL010 , #304, 8 X L500mm Rod, @ 50mm Blade

DH.W0S501011 , PLO11 , #304, @8 <L500mm Rod, ¢ 60mm Blade
DH.WO0S501012 , PLO12 , #304, ® 8 <L650mm Rod, ¢ 80mm Blade
DH.W0S501013 , PLO13 , #304, @8 XL650mm Rod, ¢ 100mm Blade

(2) Propeller-types, 4 X Bladed, Rod @ 8 XL500/650 mm, Blade & 70/90/100 mm

DH.WO0S501015 Impeller, PL015 , #304, ® 8 <XL500mm Rod, @ 70mm Blade
DH.W0S501016 , PLO16 , #304, ®8<L650mm Rod, ¢ 90mm Blade
DH.WO0S501017 , PLO17 , #304, ® 8 <L650mm Rod, ¢ 100mm Blade

(3) Diamond-types, 4 > Bladed, Rod @ 8 X 1L500/650 mm, Blade ¢ 90/ 100 mm

DH.WO0S501020 Impeller, PL020 , #304, @8 <L500mm Rod, ¢ 90mm Blade
DH.WO0S501021 , PL021 , #304, @8 XL650mm Rod, ¢ 100mm Blade

(4) Centrifugal-type, 2 X Bladed, Rod @ 8 X L500mm, Blade & [00mm
DH.WOS501025 Impeller, PLO025 , #304, @8 X L500mm Rod, & 100mm Blade

(5) Teflon Coated Centrifugal-type, 2 X Bladed, Rod & 8 X L500/650mm,
Blade ®90/120mm

DH.WO0S501030 Impeller, PL030 , #304, @8 xL500mm Rod, @ 90mm Blade
DH.WO0S501031 , PLO31 , #304, ®8xL650mm Rod, @ 120mm Blade

(6) Anchor-types, 2 X Bladed, Rod @ 8 X 1L500/650 mm, Blade @ 70/90 mm

DH.W0S501035 Impeller, PL035 , #304, ®8xL500 mm Rod, @ 70mm Blade
DH.W0S501036 , PL036 , #304, ®8x<L650 mm Rod, ®90mm Blade

For High Torque-type Overhead Stirrers (HT-AX, HT-DX, HT-T)
(1) Propeller-types, 3 < Bladed, Rod @ 10X L500/650/800 mm, Blade & 60/80/ 100 mm

DH.WO0S501111 Impeller, PL111 , #304, @ 10>XL500mm Rod, @ 60mm Blade
DH.WO0S501112 , PL112 , #304, #10XL650mm Rod, @ 80mm Blade
DH.W0S501113 , PL113 , #304, ® 10X L650mm Rod, ¢ 100mm Blade

(2) Propeller-types, 4 < Bladed, Rod @ 10X 1650 mm, Blade @ 90/ 100 mm

DH.W0S501116 Impeller, PL116 , #304, @10 XL650mm Rod, @ 90mm Blade
DH.W0S501117 , PL117 , #304, @ 10X L650mm Rod, @ 100mm Blade

(3) Diamond-types, 4 X Bladed, Rod @ 10X L650 mm, Blade & 100 mm
DH.WOS501121 Impeller, PL121 , #304, 10 x L650mm Rod, & 100mm Blade

(6) Anchor-types, 2 Bladed, Rod @ 10X L650/800 mm, Blade @90/ 140 mm
DH.W0S501135 Impeller, PL135 , #304, @ 10XL650 mm Rod, & 90mm Blade
DH.W0S501136 , PL136 , #304, 10X L800 mm Rod, @ 140mm Blade

% Please Note!
Other Specification of a Rod or Blade is available upon Customer’s Request.

(1) Propeller-type 3 X Bladed

(2) Propeller-type 4 X Bladed

(3) Diamond-type 4 X Bladed

v

(5) Teflon Coated Centrifugal-type

(6) Anchor-type 2 XBladed
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Wisd.Z: Stirrer, Overhead/Accessories

WiseStir® Premium Plate Stand, High Quality, with Stainless Steel Rod ¢ 16/23 mm

= High-Quality Plate-type Stand with Support Rod

= Silicon Rubber Pad adhered

= Wide and Thick Steel Plate for Safety Mechanism

m Support Rod made of Stainless Steel specially designed

DH.W0S501510 (1) Standard Plate Stand, ST110 , for Stirrer and Homogenizer
@16 X h800 mm/1,5P Screw Rod, RD 511 ,
20X 35 cm Plate, with Silicone Pad

DH.W0S501515 (2) Wide Plate Stand, ST120 , for Stirrer and Homogenizer
®23xh1.000 mm/1,5P Screw Rod, Rod, RD 522 ,
(1) ST110 (2) ST120 3040 cm Plate, with Silicone Pad

WiseStir® Heavy Duty Safety Stand, High Safety, with Stainless Steel Rod & 23 mm

m Never Fall Down by Safety Mechanism. m High-Safety H-/U-type Stand with Support Rod
m Provides Sturdy Support for Stirrers during Mixing Procedure

= Support Rod made of Stainless Steel specially designed

m Adjustable Foot Distance (ST200)

DH.W0S501520  (3) Deluxe Safety Stand, ST200 , H-type
@23xh1200 mm Rod, 39 X up to 75cm Stand Base

(3) ST200 (4) KA1177 DH.W0S1177 (4) Safety Stand, KA1177 , U-type
@23 >xh800 mm Rod, 34 X 29 cm Stand Base

WiseStir® Universal Jumbo Clamp Holder, for Stand/Rod
DH.W0S502020 (5) Clamp Holder, CL200

Cast Aluminum, Grip Capacity, @23mm for Stand/Rod
Steel Retort Base Duo Stand, up to @ | 6mm Rods, for 2 Rods
Nonskid Feet equipped, with Hinged Screw M6, Rod Excluded
% Can Fix Rods up to 2ea (Below & 16mm) *k Stand Thickness : 8mm
Retort Stand, Only Stand Base

(5) Clamp CL200

: US.2040 Stand, US2040 , r =150mm
| US.2041 , US2041 ,r=185mm
K ¢ Optional Stainless Steel Rod
DH.WO0S502001 Stainless steel Rod, RD501 , & 16 X h800mm, non-screw
DH.W0S502002 , RD502 , ® 16 X h1000mm, non-screw
DH.W0S502003 , RD503 , 16 Xh1200mm, non-screw

Steel Retort Base Duo Stand

“witeg” WiseStir® High-Quality Stainless Steel (#304) Rod. for Plate Stand, & 16/23 mm

Plain-type @ 1 6mm Rod, without Screw
DH.W0S502001 Stainless steel Rod, RD501 , @ 16 X h800mm, non-screw

DH.W0S502002 , RD502 , ®16 xh1000mm, non-screw
DH.W0S502003 , RD503 , @16 xh1200mm, non-screw
DH.W0S502031 , RD531 , @23 xXh800mm, non-screw

DH.W0S502033 RD533 , ®23xh1200mm, non-screw

: [.5P Screw-type @ 16 & 23mm Rod
none screw DH.W0S502011 Stainless steel Rod, RD511 , ¢ 16 Xh800mm, 1.5P Screw

Stainless steel Rod DH.WO0S502012 , RD512, @16 Xh1000mm, 1.5P Screw
DH.WO0S502013 , RD513 , 16 xh1200mm, 1.5P Screw
DH.WO0S502021 , RD521 , 23 xh800mm, 1.5P Screw
DH.WO0S502022 , RD522 , 23 xh1000mm, 1.5P Screw
DH.WO0S502023 , RD523 , 23 xh1200mm, 1.5P Screw

“witeg” WiseStir® Flexible Coupling for Safety Stirring, Up to & |4mm Shafts
(6) “Witeg” Basic Rubber / Metal Coupling, for & 6~ 10mm Shafts

WI1.1445000 Coupling, W1-COR-6 , for @ 6~8mm Shafts
WI1.1445010 ,  W1-COR-8 , for ®8~10mm Shafts
(7) “KGW” Heavy-duty Metal Coupling, for @ 6~ |4mm Shafts
KG.40477 Coupling, Metal, PKK-10 , for &6~8mm Shafts
KG.40478 , PKK-16 , for & 12~14mm Shafts

(7) Heavy-duty Metal Coupling
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Wisd.ZZ Stirrer, Jar Tester

“witeg” WiseStir® JT-M6 Digital Jar Tester, 6-Paddle Stirrer for Flocculation Test, 300 rpm
with Programmable Digital Feedback Control, 6 Impellers, 6 Independent Light Source, up to 6 X [Lit. Beakers

m |deal for Flocculation Testing in Water Treatment Laboratories
= 6 Independent Light Source for Each Stirring Point

m Geared DC Motor and Specially Designed Timing Belt Used

m CE Certified

* Deciding on Coagulant Chemistries

% Ideal for Flocculation Testing in Water Treatment Laboratories
* 6 Independent Light Source for each Stirring Point

* Digital Feedback Control using Microprocessor

% Geared DC Motor and Specially Designed Timing Belt used
* Stable and Accurate Stirring Speed by Feedback Control

* Digital Display for RPM, Power Bar-Graph and Status

* Digital LCD with Back-Light Function

* Programmable Operation : 10 Step, 6 Programs

* Overload Protection and Over-Heat Protection Functions for Motor
% Storage Function for Set Values : RPM and Timer

Impellers(®6 X L400mm)
Specification 2-Year Warranty
Model Shaft : ®6XL400mm Shaft : @8XL400mm Jar Tester, ®6xL400mm Shaft JT-M6
JT-M6 JT-MéC
6 X Paddler @ 6> L400mm @8 L400mm
(Stainless steel Shaft) Straight Blade w75 x h25mm
Stirring Capacity 6 <1 Liter Beaker
Motor Geared DC Motor (10 : 1 ratio), 40W
Speed 20~300 rpm
Speed Accuracy =5rpm
Timer 99hr 59min 59sec (Programmable)
Display Digital LCD with Back-Light Function
Controller Programmable Digital Feedback Controller with Jog-Shuttle Switch (Tum + Push) 4 .
Program Function 10 Steps, 6 Programs Timing Belt
Florescent Lamp 20W X 6 (Independent Light Source for Each Sample)
Dimension (wXd Xh) (mm) 1.000 X310 X535
Safety Device Overload & Over Heat Protector for motor
D Storage F(Lirllzcii:c?ét I(ﬁl'\(?gM, Timer)
Packing Dimension (wXd X h) (mm) 1.120 X430 X740
Gross Weight 69 kg
Power Consumption 40W
Power plug type Hybrid E+F
Power Supply* AC 230V, 1N~, 50/60Hz

* Other Specifications are available upon Customer s Request.

Ordering Information

with @ 6mm X L400mm Shaft, 6 Impellers, “JTM6"
DH.WJT06010 Jar Tester, 230V, JT-M6 , 300 rpm

with @ 8mm X L400mm Shaft, 6 Impellers, “JTM6C"
DH.WJT06020 Jar Tester, 230V, JT-M6C , 300 rpm
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